
SECTION 1    :   LOW VOLTAGE POWER CABLES PAGE NO.

1. NAY C2

    750 V 70oC PVC Insulation, Single Core (TIS 293-2541, Table 1)

2. THW-A C3

    750 V 70oC PVC Insulation, Single Core (TIS 293-2541, Table 1)

3. AWV C4

    750 V 70oC PVC Insulation, Single Core (TIS 293-2541, Table 2)
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PART C  ALUMINIUM CONDUCTOR
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C
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T i ness Overall Con u tor Insulation Brea ing Current Cable Stan ar
Cross- No. Dia eter o ia eter resistan e resistan e strengt rating in eig t lengt

se tional ia. o insulation at 20oC at 70oC ree air
area o on u tor at 40oC

ires a bient     
2 No. Ω MΩ. N A g

(No inal) (A ro .) (No inal) (A ro .) (Ma .) (Min.) (Min.) (A ro .)
10 7 1.32 3.9 1.1 .7 3.0 0.0070 1,7 9 51 5 100 C
1 7 1. 5.04 1.1 7. 1.91 0.0057 2,7 1 9 0 100 C
25 7 2.12 .3 1.3 9. 1.20 0.0054 4,241 92 124 100 C
35 7 2.49 7.47 1.3 10. 0. 0.0047 5,703 112 155 100 C
50 7 2.90 .7 1.5 12.5 0. 41 0.0047 7,423 13 21 100 C
50 19 1.7 . 1.5 12.5 0. 41 0.004 ,114 13 209 100 C
70 19 2.12 10. 1.5 14.3 0.443 0.0039 11,4 7 173 2 4 100 C
95 19 2.49 12.45 1.7 1 . 0.320 0.003 15,470 225 3 100 C
120 19 2. 0 14 1.7 1 .2 0.253 0.0034 1 , 10 2 2 473 1,000 D
120 37 2.01 14.07 1.7 1 .3 0.253 0.0034 20,114 2 3 4 1,000 D
150 37 2.23 15. 1 1.9 20.3 0.20 0.0034 24,704 300 57 1,000 D
1 5 37 2.50 17.5 2.1 22. 0.1 4 0.0034 30,1 7 347 723 1,000 D
240 1 2.23 20.07 2.3 25. 0.125 0.0032 3 ,5 415 930 1,000 D
300 1 2.49 22.41 2.5 2 . 0.100 0.0032 4 ,901 479 1,151 1,000 D
400 1 2. 2 25.3 2.7 32 0.07 0.0030 57,94 5 2 1,45 500 D
500 1 3.20 2 . 3.1 3 .3 0.0 1 0.0031 73,194 5 1, 3 500 D

C   Pa ing in oil
D   Pa ing in ru
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Con u tor

BANGKOK  CABLE

750 V 70οC THW-A

1 2

BANGKOK CABLE  750 V  70oC PVC  THW-A

C 3

Constru tion
 Re eren e Stan ar  :   

Classi i ation

1. Con u tor

A li ation

 TIS 293-2541  Table 1

• or lo  voltage over ea  istribution line 

:  Stran e  ar - ra n alu iniu  ires
:  Bla  olyvinyl lori e (PVC)      2. Insulation

:  750 VMa i u  ir uit voltage
Ma i u  on u tor te erature

:  2,500 VAC test voltage

:  70 oC


