
SNAP BUSHING

Material: Nylon(Black)

SNAP BUSHING smooth and insulate your raw-edged

holes in metal chassis

Locking into hole firmly with fingertip pressure.

Protect electrical cables, ropes, utility lines through

metal holes.

Available in application for chassis thickness from

0.8 mm to 3.2 mm
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STANDARD

P.E. Extruded movable bushing.

10M per roll packed in a plastic bag.

Cut to fill any hole size for protecting cords, wires,

cables against damage from sharp panel edges.

Available upon request

Also available in moulded PE bushing.

25 cm per piece and 40pcs packed per bag.

MB-010

MB-016

MB-020

MB-024

MB-032

MB-045

1

1.6

2

2.4

3.2

4.5

1

1.0 - 1.6

1.6 - 2.0

2.0 - 2.4

2.4 - 3.2

3.2 - 4.5

250.-

250.-

 295.-

295.-

332.-

392.-

Part no. Packing MaterialT
(mm) Price

Max. Chassis

Thickness mm

10 M. P.E.

MOVABLE BUSHING
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TEEFLEX

SYLVIA

WANG

MACCON

ROSI

APEKS

LKEW

HARU

WIND

SPEED

MARLOW

EXOWELD

COMMAX

ADVANTE

ALION

UNIVERSAL

ADAPTER

TAC

CONTROL

MAX


