
SECTION  1  :  BUILDING WIRES AND CABLES B 4

B

450/750 V 70 ⁰C 60227 IEC 01 (THW) 
SINGLE - CORE NON - SHEATHED CABLE WITH RIGID CONDUCTOR

450/750 V 70 ⁰C 60227 IEC 01 (THW)

21

Construction
1. Conductor : Solid or circular stranded annealed copper
2. Insulation : Polyvinyl chloride (PVC) 

Color : Black, Light Blue, Brown, Grey, 
  Green/Yellow or other colors

Classification
Maximum conductor temperature : 70 ⁰C 
Rated voltage   : 450/750 V
AC test voltage   : 2,500 V

Application
• For general purpose
• For installation in raceway and shall be protected water into 

raceway
• Do not install in duct in ground or direct burial in ground

TIS 11 Part 3 - 2553
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1.5 1 0.7 2.6 3.2 12.1 0.011 21 21 100/C

1.5 2 0.7 2.7 3.3 12.1 0.010 21 22 100/C

2.5 1 0.8 3.2 3.9 7.41 0.010 29 32 100/C

2.5 2 0.8 3.3 4.0 7.41 0.009 29 35 100/C

4 1 0.8 3.6 4.4 4.61 0.0085 39 47 100/C

4 2 0.8 3.8 4.6 4.61 0.0077 39 50 100/C

6 1 0.8 4.1 5.0 3.08 0.0070 49 65 100/C

6 2 0.8 4.3 5.2 3.08 0.0065 49 70 100/C

10 1 1.0 5.3 6.4 1.83 0.0070 69 110 100/C

10 2 1.0 5.6 6.7 1.83 0.0065 69 120 100/C

16 2 1.0 6.4 7.8 1.15 0.0050 92 180 100/C

25 2 1.2 8.1 9.7 0.727 0.0050 125 280 100/C

35 2 1.2 9.0 10.9 0.524 0.0043 154 370 100/C

50 2 1.4 10.6 12.8 0.387 0.0043 188 500 500/D

70 2 1.4 12.1 14.6 0.268 0.0035 239 700 500/D

95 2 1.6 14.1 17.1 0.193 0.0035 297 1,000 500/D

120 2 1.6 15.6 18.8 0.153 0.0032 347 1,200 500/D

150 2 1.8 17.3 20.9 0.124 0.0032 398 1,500 500/D

185 2 2.0 19.3 23.3 0.0991 0.0032 461 1,900 500/D

240 2 2.2 22.0 26.6 0.0754 0.0032 552 2,500 500/D

300 2 2.4 24.5 29.6 0.0601 0.0030 640 3,100 500/D

400 2 2.6 27.5 33.2 0.0470 0.0028 749 3,900 500/D

Class of conductor 1 : Solid
2 : Strand

C : Packing in coil
D : Packing in drum


