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30.8    0.8mm 44    1.2mm

10A 250V AC

Type

Rated

voltage

(V)

Non-inductive load(A) Inductive load(A)

Resistive load Lamp load Inductive load Motor load

FEATURES

SPECIFICATIONS RATINGS

CHARACTERISTICS

CONTACT CONFIGURATION

OPERATING CHARACTERISTICS

DIMENSIONS

TZ-7121 (D4MC-2000) TZ-7141 (D4MC-2020)
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LIMIT SWITCH

ÅÔÁÔµÊÇÔµª�
TEND

BANDEX

TAKAMURA

RISESUN

JKN

KENION

NISSEI

UNITUBE

NIZING

TEEFLEX

SYLVIA

WANG

MACCON

ROSI

APEKS

LKEW

HARU

WIND

SPEED

MARLOW

EXOWELD

COMMAX

ADVANTE

ALION

UNIVERSAL

ADAPTER

TAC

CONTROL

MAX



TZ-7311(D4MC)-5020        385.-

TZ-7312(D4MC)-5040        385.-

TZ-7120(D4MC)-1000        295.-

TZ-7140(D4MC)-1020        295.-

TZ-7310(D4MC)-5000        390.- TZ-7110         375.-

TZ-7100         365.-

TZ-7124         355.-

TZ-7144(D4MC)-3030        352.-

TZ-7166(D4MC)-5000        470.-
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