
TZ-8104(HL-5000)        715.- TZ-8108(HL-5030)        785.-

Mechanically: 120 operations/min
Electrically: 30 operations/min

Mechanically durability: 1,000 m/S2 
(approx. 100G’S) 

malfuncation: 500 m/S2
(approx. 50G’S)

65-5

Type

Operating
characteristics

Rated

voltage

(V)

Non-inductive load(A) Inductive load(A)

Resistive load Lamp load Inductive load Motor load

Inrush
current NC: 24A max. NO: 12A max.

FEATURES

SPECIFICATIONS RATINGS

CHARACTERISTICS

CONTACT CONFIGURATION

OPERATING CHARACTERISTICS

���

LIMIT SWITCH

ÅÔÁÔµÊÇÔµª� IP65
TEND

BANDEX

TAKAMURA

RISESUN

JKN

KENION

NISSEI

UNITUBE

NIZING

TEEFLEX

SYLVIA

WANG

MACCON

ROSI

APEKS

LKEW

HARU

WIND

SPEED

MARLOW

EXOWELD

COMMAX

ADVANTE

ALION

UNIVERSAL

ADAPTER

TAC

CONTROL

MAX



TZ-8107 (HL-5050)    730.-

TZ-8111 (HL-5100)    635.-

TZ-8166 (HL-5300)    715.-

TZ-8168     730.- TZ-8169     715.-

TZ-8167     715.-

TZ-8122     645.-

TZ-8112 (HL-5200)    645.-
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