
H05V-K PVC-Single Cores, fine wire stranded
 

 

PropertiesCable structureTechnical data
Bare Cu-conductor, to
DIN VDE 0295 cl.5, fine-wire,
BS 6360 cl.5, IEC 60228 cl.5

PVC single cores to
DIN VDE 0285-525-2-31 /
DIN EN 50525-2-31 and IEC 60227-3

The materials used in manufacture are
cadmium-free and contain no silicone
and free from substances harmful to
the wetting properties of lacquersTemperature range

flexing -5°C to +70°C
fixed installation -30°C to +80°C

Core insulation of PVC
compound type TI1 to
DIN VDE 0207-363-3 / DIN EN 50363-3
and IEC 60227-3

Tests
PVC self-extinguishing and flame retardant
acc. to DIN VDE 0482-332-1-2,
DIN EN 60332-1-2, IEC 60332-1 (equivalent
DIN VDE 0472 part 804 test method B)

Nominal voltage U0/U 300/500 V
Core identification see table belowTest voltage 2000 V

Insulation resistance
min. 10 MOhm x km  

NoteMinimum bending radius
fixed insatallation 4x core Ø The following colours are recommended:

black, white, blue, grey, brown, red,
orange, turquoise, violet and pink.
Exceptions are the colours green and
yellow; these are only permitted if the
safety regulations allows. Green is
permitted for the identification of
luminous decorative chains. All
2-coloured combinations of the
abovesingle colours are allowed

Radiation resistance
up to 80x106 cJ/kg (up to 80 Mrad)

 

Application
These single cores are determined for the installation to the inside of apparatus as well as for the protective laying to the lightings, in dry rooms, in
production facilities, switch and distributor boards, in tubes, under and surface mounting of plasters.

= The product is conformed with the EC Low-Voltage Directive 2006/95/EC.
 

H05V-K
U-BU2-col.o.col.OGD-BUTRANSGNPKYEVTGYWHRDBNBUGN-YEBKCop.

weight
kg / km

Outer Ø
min. - max.
mm

Cross-
sec.
mm²

5002--20035010-601830151021400570019003300080035015-9005approx. RAL
 

Coil in cardboard (100m)Packing

H05V-K coil
2638629096290952909429093290922909129090290892908829087290862908529084290832908229081Part no.

4,82,1 - 2,50,5
2638729112291112911029109291082910729106291052910429103291022910129100290992909829097Part no.

7,22,2 - 2,70,75
2638829128291272912629125291242912329122291212912029119291182911729116291152911429113Part no.

9,62,4 - 2,81
 

 

Spool (with various capacity)Packing

H05V-K spool
2638926605266042660326602266012660026599265982659726596265952659426593265922659126590Part no.

4,82,1 - 2,50,5
2639026621266202661926618266172661626615266142661326612266112661026609266082660726606Part no.

7,22,2 - 2,70,75
2639126637266362663526634266332663226631266302662926628266272662626625266242662326622Part no.

9,62,4 - 2,81
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H05V-K PVC-Single Cores, fine wire stranded

H05V-K
U-BU2-col.o.col.OGD-BUTRANSGNPKYEVTGYWHRDBNBUGN-YEBKCop.

weight
kg / km

Outer Ø
min. - max.
mm

Cross-
sec.
mm²

---20035010-601830151021400570019003300080035015-9005approx. RAL
 

Barrel (with various capacity)Packing

H05V-K barrel
2639226655266542665326652266512665026649266482664726646266452664426643266422664126640Part no.

4,82,1 - 2,50,5
2639326671266702666926668266672666626665266642666326662266612666026659266582665726656Part no.

7,22,2 - 2,70,75
2639426687266862668526684266832668226681266802667926678266772667626675266742667326672Part no.

9,62,4 - 2,81
 

Dimensions and specifications may be changed without prior notice. (RK01)
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Suitable accessories can be found in Chapter X.

• Core end sleeve - ADI

• Core end sleeve - ADU



H07V-K / (H)07V-K PVC-Single Cores, fine wire stranded
 

 

PropertiesCable structureTechnical data
Bare Cu-conductor, to
DIN VDE 0295 cl.5, fine-wire,
BS 6360 cl.5, IEC 60228 cl.5

PVC single cores to
DIN VDE 0285-525-2-31/
DIN EN 50525-2-31 and IEC 60227-3

The materials used in manufacture are
cadmium-free and contain no silicone
and free from substances harmful to
the wetting properties of lacquersTemperature range

flexing -5°C to +70°C
fixed installation -30°C to +80°C

Core insulation of PVC
compound type TI1 to
DIN VDE 0207-363-3 / DIN EN 50363-3
and IEC 60227-3

Tests
PVC self-extinguishing and flame retardant
acc. to DIN VDE 0482-332-1-2,
DIN EN 60332-1-2, IEC 60332-1 (equivalent
DIN VDE 0472 part 804 test method B)

Nominal voltage U0/U 450/750 V
Core identification see table belowTest voltage 2500 V

Insulation resistance
min. 10 MOhm x km  

NoteMinimum bending radius
fixed installation
core Ø 8 mm: 4x core Ø
core Ø > 8-1 2 mm: 5x core Ø
core Ø > 12 mm: 6x core Ø

The following colours are recommended
(only single colour): black, white, blue, grey,
brown, red, orange, turquoise, violet and
pink. Two-coloured combinations are not
allowed, with exceptions of green-yellow.Radiation resistance

up to 80x106 cJ/kg (up to 80 Mrad) Colours yellow, green, transparent only in
(H)07V-K available.
Two-coloured combination is only
permitted for (H)07V-K.

 

Application
These single cores are suitable for laying in tubes, under and surface mounting of plasters and also in closed installation conduits. These are not allowed
to install for direct laying on cable trays, channels or tanks. These types are permitted for the inner wiring of equipment, distributor and switchboards
and also for protective laying to the lightings with a nominal voltage up to 1000 V alternating current or up to 750 V direct current against earth.

= The product is conformed with the EC Low-Voltage Directive 2006/95/EC.
 

H07V-K, (H)07V-K
U-BU2-col.OGD-BUTRANSGNPKYEVTGYWHRDBNBUGN-YEBKCop.

weight
kg / km

Outer Ø
min. - max.
mm

Cross-
sec.
mm²

5002-20035010-601830151021400570019003300080035015-9005approx. RAL
 

Coil in cardboard (100m)Packing

H07V-K coil
26395291442914229141291402913929138291372913629135291342913329132291312913029129Part no.

14,42,8 - 3,41,5
26396291602915829157291562915529154291532915229151291502914929148291472914629145Part no.

24,03,4 - 4,12,5
26397291762917429173291722917129170291692916829167291662916529164291632916229161Part no.

38,03,9 - 4,84
26398291922919029189291882918729186291852918429183291822918129180291792917829177Part no.

58,04,4 - 5,36
 

 

Spool (with various capacity)Packing

H07V-K spool
26399267052670326702267012670026699266982669726696266952669426693266922669126690Part no.

14,42,8 - 3,41,5
26400267212671926718267172671626715267142671326712267112671026709267082670726706Part no.

24,03,4 - 4,12,5
26401267372673526734267332673226731267302672926728267272672626725267242672326722Part no.

38,03,9 - 4,84
26402267532675126750267492674826747267462674526744267432674226741267402673926738Part no.

58,04,4 - 5,36
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H07V-K / (H)07V-K PVC-Single Cores, fine wire stranded

H07V-K, (H)07V-K
U-BU2-col.OGD-BUTRANSGNPKYEVTGYWHRDBNBUGN-YEBKCop.

weight
kg / km

Outer Ø
min. - max.
mm

Cross-
sec.
mm²

--20035010-601830151021400570019003300080035015-9005approx. RAL
 

Barrel (with various capacity)Packing

H07V-K barrel
26403267702676826767267662676526764267632676226761267602675926758267572675626755Part no.

14,42,8 - 3,41,5
26404267862678426783267822678126780267792677826777267762677526774267732677226771Part no.

24,03,4 - 4,12,5
26819268022680026799267982679726796267952679426793267922679126790267892678826787Part no.

38,03,9 - 4,84
26820268182681626815268142681326812268112681026809268082680726806268052680426803Part no.

58,04,4 - 5,36
 

 

Coil in foil (100m)Packing

H07V-K coil
26821261112610926108260992609226069260682606726066260652606426063260622606126060Part no.

14,42,8 - 3,41,5
26822298922989029859298582985729856298552611926118261172611626115261142611326112Part no.

24,03,4 - 4,12,5
26823299132991129910299092990829907299062990529899298982989729896298952989429893Part no.

38,03,9 - 4,84
26824299332992829927299262992529924299232992229921299192991829917299162991529914Part no.

58,04,4 - 5,36
-292082920629205292042920329202292012920029199291982919729196291952919429193Part no.

96,05,7 - 6,810
-292242922229221292202921929218292172921629215292142921329212292112921029209Part no.

154,06,7 - 8,116
-292402923829237292362923529234292332923229231292302922929228292272922629225Part no.

240,08,4 - 10,225
-292562925429253292522925129250292492924829247292462924529244292432924229241Part no.

336,09,7 - 11,735
-292722927029269292682926729266292652926429263292622926129260292592925829257Part no.

480,011,5 - 13,950
-292882928629285292842928329282292812928029279292782927729276292752927429273Part no.

672,013,2 - 16,070
-293042930229301293002929929298292972929629295292942929329292292912929029289Part no.

912,015,1 - 18,295
-294332943129430294292942829427294262942529424294232942229421294202941929418Part no.

1152,016,7 - 20,2120
-294492944729446294452944429443294422944129440294392943829437294362943529434Part no.

1440,018,6 - 22,5150
-295992959729596295952959429593295922959129590294992949829497294962949529494Part no.

1776,020,6 - 24,9185
-298482984629845298442984329842298412984029819298182981729816298152981429813Part no.

2304,023,5 - 28,4240
 

 

DrumPacking

H07V-K drum
-268402683826837268362683526834268332683226831268302682926828268272682626825Part no.

96,05,7 - 6,810
-268562685426853268522685126850268492684826847268462684526844268432684226841Part no.

154,06,7 - 8,116
-268722687026869268682686726866268652686426863268622686126860268592685826857Part no.

240,08,4 - 10,225
-268882688626885268842688326882268812688026879268782687726876268752687426873Part no.

336,09,7 - 11,735
-269042690226901269002689926898268972689626895268942689326892268912689026889Part no.

480,011,5 - 13,950
-269202691826917269162691526914269132691226911269102690926908269072690626905Part no.

672,013,2 - 16,070
-269362693426933269322693126930269292692826927269262692526924269232692226921Part no.

912,015,1 - 18,295
-293202931829317293162931529314293132931229311293102930929308293072930629305Part no.

1152,016,7 - 20,2120
-293362933429333293322933129330293292932829327293262932529324293232932229321Part no.

1440,018,6 - 22,5150
-293522935029349293482934729346293452934429343293422934129340293392933829337Part no.

1776,020,6 - 24,9185
-293682936629365293642936329362293612936029359293582935729356293552935429353Part no.

2304,023,5 - 28,4240
 

Dimensions and specifications may be changed without prior notice. (RK01)
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H05V-K / (H)07V-K PVC-single cores, fine wire stranded, 2-colour
 

 
D-BU/WHBN/WHBU/WHRD/WHCop.

weight
kg / km

Outer Ø
min. - max.
mm

Cross-
sec.
mm²
 

Coil in cardboard (100m)Packing

H05V-K coil
29394293802937529370Part no.

4,82,1 - 2,50,5
29395293812937629371Part no.

7,22,2 - 2,70,75
29396293822937729372Part no.

9,62,4 - 2,81
 

 
Coil in cardboard (100m)Packing

(H)07V-K coil
29397293832937829373Part no.

14,42,8 - 3,41,5
29398293842937929374Part no.

24,03,4 - 4,12,5
29399293872938629385Part no.

38,03,9 - 4,84
29527293902938929388Part no.

58,04,4 - 5,36
29528293932939229391Part no.

96,05,7 - 6,810
 

 

Spool (with various capacity)Packing

H05V-K spool
29748297472974629745Part no.

4,82,1 - 2,50,5
29752297512975029749Part no.

7,22,2 - 2,70,75
29756297552975429753Part no.

9,62,4 - 2,81
 

 
Spool (with various capacity)Packing

(H)07V-K spool
29760297592975829757Part no.

14,42,8 - 3,41,5
29764297632976229761Part no.

24,03,4 - 4,12,5
29768297672976629765Part no.

38,03,9 - 4,84
29772297712977029769Part no.

58,04,4 - 5,36
29776297752977429773Part no.

96,05,7 - 6,810
 

 

Barrel (with various capacity)Packing

H05V-K barrel
28951289502894928948Part no.

4,82,1 - 2,50,5
28955289542895328952Part no.

7,22,2 - 2,70,75
28959289582895728956Part no.

9,62,4 - 2,81
 

 
Barrel (with various capacity)Packing

(H)07V-K barrel
28963289622896128960Part no.

14,42,8 - 3,41,5
28967289662896528964Part no.

24,03,4 - 4,12,5
28971289702896928968Part no.

38,03,9 - 4,84
28975289742897328972Part no.

58,04,4 - 5,36
28979289782897728976Part no.

96,05,7 - 6,810
 

Dimensions and specifications may be changed without prior notice.
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