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Solid-state Timer

H3Y Series
Miniature Timer Compatible with 
the MY Relay
• The Push-In Plus Terminal Block Socket-compatible 

H3Y-@-B/H3YN-@-B Timers in a black design join the 
Single-mode H3Y and Multi-mode H3YN.

• The H3Y-@-B and H3YN-@-B are UL listed when they 
are used together with Push-In Plus Terminal Block 
Sockets.

• Large transparent time setting knob facilitates time 
setting. 
A flat-blade and Phillips screwdriver can also be used 
for time setting.

• Conforms to EMC standards.
• Conforms to EN 61812-1 and approved by UL and CSA.

Model Number Structure

For the most recent information on models that have been certified for 
safety standards, refer to your OMRON website.
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H3Y Series

H3Y
Mono-function Timers

H3YN
Multi Timers

� On Delay

� Fixed Time Range

� On Delay

� Fixed Time Range

� Four-mode Timers
ON Delay
Interval
Flicker-OFF Start
Flicker-ON Start

� Four-time Ranges
Short-time range (0.1 s to 10 min)
Long-time range (0.1 min to 10 hrs)

� Bifurcated contacts

� Four-mode Timers
ON Delay
Interval
Flicker-OFF Start
Flicker-ON Start

� Four-time Ranges
Short-time range (0.1 s to 10 min)
Long-time range (0.1 min to 10 hrs)

� Bifurcated contacts

H3Y-@-B
Mono-function Timers

H3YN-@-B
Multi Timers

Refer to page 3.

The Entire H3Y Series

Refer to page 9. Refer to page 17. Refer to page 23.


